
Open With Camera App

LOCKOUT PROCEDURE • DE-ENERGIZE

Step 1:
Notify all affected personnel that you are shutting down and de-energizing the equipment.

Step 2:
Properly and safely shut down the equipment at the main point of each energy source.

Step 3:
Verify that you have a zero energy state-turn off all sources and dissipate any stored energy. (you may

need to drain,bleed, or cool)

Step 4:
Apply required energy blocking/locking device, locks, and tags - Tags must be signed and dated.

Step 5:
Verify each source and make sure the machine or equipment is de-energized.

LOCKOUT STEPS

LOCKOUT POINTS: 3

STEP 1 - ELECTRICAL

The Electrical 480V Control switch energy control point is located in

the Machine . To control the hazardous energy, Turn off the Control

switch and attach or insert the Blocking device energy control

device. Apply any required locks to the device and remove the key (s)

from the lock (s). Verify you have attached a completed warning tag to alert

others not to remove or tamper with the device. Only authorized workers can

remove a locked out energy source.
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STEP 2 - ELECTRICAL

The Electrical 480V Disconnect energy control point is located on

the pole by the Machine . To control the hazardous energy, Turn off

the Switch and attach or insert the Key Lock energy control device.

Apply any required locks to the device and remove the key (s) from

the lock (s). Verify you have attached a completed warning tag to alert others not

to remove or tamper with the device. Only authorized workers can remove a

locked out energy source.

STEP 3 - PNEUMATIC

The Pneumatic 110 PSI Valve energy control point is located above

the Machine . To control the hazardous energy, Turn the Ball Valve

off and attach or insert the Ball valve lockout device energy control

device. Apply any required locks to the device and remove the key (s)

from the lock (s). Verify you have attached a completed warning tag to alert

others not to remove or tamper with the device. Only authorized workers can

remove a locked out energy source.

STARTUP PROCEDURE • RE-ENERGIZE

Step 1: Notify all affected personnel that the equipment is being returned to service and that they are safely clear

of the equipment.

Step 2: Ensure all tools and items are removed, safety devices are reinstalled, and all guards are put back in

place.

Step 3: Ensure all power control switches are in the “OFF” or “ NEUTRAL” position.

Step 4: Safely remove all lockout devices, locks, and tags for each energy source.

Step 5: Re-energize all power sources for this equipment. Return to service.

Step 6: Test and verify the equipment for safe operation. (Report any unsafe conditions)

Step 7: Notify affected personnel that the service is complete and the equipment is safe for operation.
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25 YEARS
IN BUSINESS

1998-2023

The OSHA Safety Professionals

SafetyNet™ cloud-based software solutions to manage your safety

 “We have been serving organizations nationwide to 
improve their safety programs and reduce risk for 25 years.”

– Steven Brooks, President SafetyNet Inc.

Call or email us today and make your program safer!

www.safetynetinc.com

877-354-5434    cs@safetynetinc.com

Don’t Get Caught Without Your SafetyNet!

We’ve got you covered!

Cloud-Based Mobile Safety

 9 Lockout / Tagout Procedures

 9 Arc Flash Labeling

 9 Audit Reporting

 9 Job Hazard Assessments

 9 Machine Guarding Assessments

 9 Confined Space Assessments 

 9 Fall Protection Assessments 

 9 Mobile Equipment Inspections

 9 Employee Quizzing & Certificates

 9 Easily Customizable Forms



Onsite Professional Training and Certification

• Arc Flash NFPA 70E 

• First Aid CPR-AED

• DOT HAZMAT

• Confined Space Entry & Rescue

• Fall Protection Competent Person

• OSHA 10/30 Hour General Industry

• Overhead Crane

• Lockout Tagout Authorized

• Lab Safety

• HAZWOPER 8/24/40

• Active Shooter 

Note: Virtual Instructor and Bilingual Training available by request

Other Services

• OSHA Citation Consultation and Assistance

• Onsite Managed Safety Program Assistance

• Emergency Evacuation Map Development

• Written Program Development and Review

• Ergonomic Assessments

• Noise Level Analysis with Sound Level Mapping

• Job Hazard Analysis

SafetyNet offers layered OSHA safety audits to fit the industry-specific EHS requirements of your organization. We offer three 
different levels to suit your company’s needs. Our Layer 1 physical audit identifies and prioritizes common OSHA violations, 
while the Layer 2 Audit digs deeper into your safety program to uncover high-risk gaps and deficiencies that could put your 
company and workers at risk.
Our Layer 3 audit goes even further by training your managing staff once the audit is complete on how to recognize, correct, 
control, and manage safety and risk with the intent of minimizing or eliminating hazardous issues and at-risk behaviors. Our 
course will provide the skills necessary for management to proactively recognize hazards and prevent unforeseen accidents 
from occurring. Layer 2 and Layer 3 audits empower your organization with “hazard correction tracking” through our cloud-
based Axis-Hub safety management platform to monitor progress and verify results. 

Major Benefits of a layered audits include:
 9 Identify safety program gaps before they lead to 

unforeseen accidents or injuries
 9 Improve your program with industry wide professional 

knowledge and experience
 9 Reduce the risk of costly OSHA violations
 9 Improve your managements’ knowledge and skills of 

Proactive Safety Management 

 9 Develop an easy-to-follow plan for safety program 
improvement

 9 Track and verify the results of your investment and “Get 
Results”

 9 Improve workforce safety culture by knowing their safety is 
a priority!

 PROFESSIONAL LAYERED SAFETY AUDITS

INSTRUCTOR BASED TRAINING AND SERVICES

 “OUR TEAM WILL “LOOK UNDER 

THE HOOD” OF YOUR EHS 

PROGRAM TO IDENTIFY CORE 

ISSUES THAT CAN IMPROVE 

COMPLIANCE, ELIMINATE 

HAZARDS & REDUCE RISK.” 

– Steven Brooks, President 
SafetyNet Inc.

Choose the layer that is right for your organization! Layer 1 Layer 2 Layer 3
 9 Onsite Physical Audit with a Professional Consultant X X X
 9 Professional Corrective Recommendations X X X
 9 Risk & Severity Rating Score X X X
 9 Physical Hazard and Violation Observation Photos X X X
 9 Post Audit Exit Meeting X X X
 9 Cloud-Based Audit Access With Axis-Hub™ Reports X X X
 9 Ms Teams Meeting and Audit Analysis X X X
 9 Program and Procedure Gap Assessment X X
 9 Worker Interviews X X
 9 In-Depth Risk and Control Analysis X
 9 Management Risk Reduction Training (4 Hours) X
 9 Follow-Up Corrective Action Discussion Via Teams Meeting X
 9 Axis-Hub™ Online Report Access 30 Days 60 Days 90 Days
 9 Unlimited Professional Consultant Support 30 Days 60 Days 90 Days

 “HANDS ON  

PROFESSIONAL  

SITE-SPECIFIC  
TRAINING IMPROVES  

THE QUALITY &  

EFFECTIVENESS OF  

THE CRITICAL SKILLS  

REQUIRED FOR  

SAFE WORKING 

ENVIRONMENTS.”

– Steven Brooks,  
President  

SafetyNet Inc.
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